
KVN-XC

DIMENSIO NS (mm)  CO NNECTIO NS (mm)   O THER

Item No. DN L Ø A  H D Ø K  Weight (kg)  Kv - v alue (m³/h)   

05708011 15 130 100 105 95 65 x 4 x 14 2.7 4.5

05708010 20 150 120 120 105 75 x 4 x 14 4.6 8

05708007 25 160 140 139 115 85 x 4 x 14 5.9 12.5

05708020 32 180 160 156 140 100 x 4 x 18 9.1 20.5

05708005 40 200 180 186 150 110 x 4 x 18 11.4 32

05708008 50 230 200 211 165 125 x 4 x 18 16.3 50

Type: KVN-XC

KLINGER Piston Valve, Stainless Steel

Flanged connection PN 40

Application: Steam, condensate, water, oil, air, gas and chemicals (PTFE valve rings
are recommended for strongly oxidizing acid)

General Data
Ty pe:  KV N- XC 
Material :  Stainless steel 1.4581
Pressure class: PN 40
Bonnet: Stainless steel
Hand w heel :   Cast iron
Stem: Stainless steel 1.4404
P iston:  Stainless steel 1.4408
Lantern: Stainless steel 1.4408
V alv e rings:   Klinger KX module
 Option: PTFE valve rings
Face to  face:  DIN 3202-F1
Connection: DIN 2545
Temperature: -10°C to +120°C up to 32 bar
 Max. +500°C up to 22 bar

100% droplet and gas-tight shut-off

Suitable for both shut-off and throttling

Simple to service

Can be renovated without dismantling from pipeline

High Kv-value

Resistant to water hammer
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